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5 Remote Control
The LCD screen presents real-time cruising information during operation.

5.1 LCD Display

Figure 5-1

Button Function

"Power"

1. In power-off state, press and hold the power button to power on 
the remote control.

2. In power-on state, press and hold the power button to power off 
the remote control.

"Ok"

1. On setting pages, press "  " button to save the current settings 
and switch to the next item.

2. On setting pages, press and hold "  " button, the system will 
save your settings, the display will exit from setting page and 
return to the main page.

3. In power-on state, when the home page displays or all the 
characters display on the page, press "  " button and hold 5s 
to enter the remote control pairing page.

4. On home page, press "  " button to switch between voltage 
V and battery percentage %.

Battery Level Indicator

Throttle Reset Indicator

Battery Level/Voltage

Kill Switch Status Indicator

Overheat Alert

Time

Throttle Power

Travelled Time/
Remaining Time

Wireless Indicator
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"̂Up"

1. On any setting page, press "^" button to view options for 
current setting.

2. If the home page displays in power-on state, long press "^" 
button for 10s to enter the throttle calibration page.

3. On home page, press "^" button to switch the travelling time or 
remaining time displaying icon between "  " and "  ".

Press 
“   ” 

Button^

Main Page 1                   Main Page 2

"Menu"
On any page, press "  " button to return home page.

If users do not set any parameters on the page, the current parameters 
displayed will be saved as user parameters by default.

When powering on, "  " indicates the system is initializing.

Icon Function

Battery level 
Indicator

The solid blocks indicate remaining 
battery.

Battery level/ 
voltage

Indicating accurate current battery level 
percentage/battery voltage:

: indicates current battery level.
: indicates current battery voltage.

Kill switch status 
indicator

 Hidden: the kill switch is well attached 
     and works well.

 Shown: the kill switch is detached.
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Over-heat alert

 Hidden: system temperature is in normal 
      range.

 Blink: system temperature is a little high.

 Shown constantly: system is overheat and 
     the outboard will stop working. The   

     outboard motor can’t be restarted until the 

     system temperature drops to a safe level.

Time Display Display travelled/remaining time in hour.

Travelled/
Remaining Time

  : remaining time
  : travelled time

Throttle Power
Display realtime power input.
A blinking " RESET " indicates throttle 
should be reset to neutral.

Wireless Indicator
Indicating the remote control is 
connecting with the outboard by wireless 
communication.

5.2 Connecting Remote Control to the Outboard 
For SPIRIT 1.0R wireless type, the remote control and the outboard are paired 
prior to delivery. 

However, if the remote control or the wireless outboard is replaced with a new 
one, the original wireless communication will break and the screen will display 
like the figure below. In this case, users should get them paired.

Figure 5-2

In this case, please check and make sure the remote control is close to the 
outboard and all the devices are under normal power supply. If everything is 
normal after check but the screen still displays like this, it indicates that there 

is something wrong with the outboard or remote control and repair is needed.


